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AIRCRAFT DIMENSIONS

APPLICABILITY: C MODEL
CABIN ARRANGEMENT: CAPACITY 8 TO 15 PASSENGERS

LENGTH

I

C-12C/D/F

43’ 10*

=14 11.4"—

8 25"
DIAMETER

6-350T-00 'O'L



€ '4/a/0¢t-0

AIRCRAFT DIMENSIONS

APPLICABILITY: D MODEL
CABIN ARRANGEMENT: CAPACITY 8 TO 15 PASSENGERS

LENGTH

C-12C/D/F

I HEIGHT

N
~—14' 11.4

WING SPAN
54’ 6"

8 25"

DIAMETER

-
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AIRCRAFT DIMENSIONS
APPLICABILITY: F MODEL
CABIN ARRANGEMENT: PASSENGER CAPACITY= 8 TO 15

C-12C/D/F

HEIGHT

WING SPAN

6-350T-00 'O'L
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SPECIAL TOOLS/EQUIPMENT NOTE:
Power Rescue Saw All Models of the C-12 aircraft have a 57 gallon fuel tank located in
Fire Drill II each engine nacelle. Each engine nacelle contains 3.5 gallons of oil.

AIRCRAFT ENTRY
1. NORMAL ENTRY

a. Depress button adjacent to door handle in center of
passenger door.

b. Rotate handle, located in center of passenger door left
side of aircraft, and swing door down.

NOTE:
e Difficulty in opening door with engine(s) running may be
caused by inflated door seal.

e On D & F models the cargo door can only be opened from
inside.

2. EMERGENCY ENTRY

a. Pull out handle on Emergency EXxit hatch, located on right
side of fuselage.

b. Push in on hatch and remove from fuselage.

NOTE:
Hatch may be locked with key from inside of aircraft.

3. CUT-IN

a. Cut cabin enclosure as required.

OXYGEN
CYLINDER

2a
EMERGENCY
EXIT HATCH
HANDLE

C-12C/D/F

CARGO DOOR
D & F MODELS ONLY

o
PASSENGER
DOOR
HANDLE
BATTERY

Mﬂ,.-‘_f_'\.-._—l-
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AIRCRAFT ENTRY AND EXIT

APPLICABILITY: C MODEL

NOTE:
The emergency exit door is located at
the first window behind the co-pilot on
right side of aircraft.

EMERGENCY EXIT DOOR
(Internal and external views)

HANDLE HANDLE

KEY LOCK

C-12C/D/F

TO OPEN WITH INSIDE HANDLE

HOLD BUTTON,
ROTATE HANDLE DOWN
AND LOWER DOOR.
- HOLD BUTTON,
. ROTATE HANDLE
UP AND PUSH
DOOR OUT.

TO LOCK WITH INSIDE HANDLE

ROTATE HANDLE TO
LOCK POSITION

LIFT STEP TO
INSPECT DOOR LOCK

6-350T-00 'O'L
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AIRCRAFT ENTRY AND EXIT

_ INTERNAL ~ EXTERNAL
APPLICABILITY: D AND F MODELS EMERGENCY EMERGENGY
NOTE: HANDLE HANDLE

The emergency exit door is located at
the first window behind the co-pilot on
right side of aircraft.

KEY.
LOCK

EMERGENCY EXIT DOOR
(Internal and external views)

CARGO DOOR
LOWER LATCH
HANDLE ACCESS

C-12C/D/F

CARGO

CARGO DOOR

DOOR
LATCH

HANDLE
ACCESS

TO OPEN WITH INSIDE HANDLE

HOLD BUTTON,
ROTATE HANDLE
UP AND PUSH
DOOR OUT.

TO OPEN WITH OUTSIDE HANDLE

. 8 (1

HOLD BUTTON,
ROTATE HANDLE DOWN
AND LOWER DOOR.

TO LOCK WITH INSIDE HANDLE

I
rd
g ROTATE HANDLE TO
¥ LOCK POSITION
LIFT STEP TO

6-350T-00 'O'L
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ENGINE SHUTDOWN

1. ENGINE SHUTDOWN - C AND D MODELS

a. Retard condition levers, located on right side of
pilot’s control pedestal, to FUEL, CUT OFF
POSITION.

b. Pull engine fire shutoff T-Handles, located on upper
portion of pilot's instrument panel.

NOTE:
If Fire T-Handles are illuminated, actuate Fire
Extinguisher Push Button, located between Fire
T-Handles.

c. Place master switch, located on pilot's overhead
control panel, to OFF position.

1b
ENGINE FIRE SHUTOFF
T-HANDLES

-

BATT #1 GEN

OFF.

#2 GEN
o 0 90
RESET RESET

N MASTER SWITCH S

1c
MASTER SWITCH

EXTINGUISHER
PUSH BUTTON

C-12C/D/F
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CONTROL PEDESTAL
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COCKPIT LAYOUT C-12C/D/F
APPLICABILITY: C AND D MODELS
OVERHEAD FUEL, CONTROL, CIRCUIT BREAKER
REVERSE FEATHER AND OXYGEN PANELS
LEVERS LEVERS ~ CONDITION
= LEVERS
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(TYPICAL)
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COCKPIT LAYOUT-Continued C-12C/DIF

APPLICABILITY: C AND D MODELS

ENGINE FIRE
SHUTOFF
T-HANDLES

EEEEE ] o0 © 000 222

b’

FORWARD INSTRUMENT PANEL
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PILOT'S CONTROL WHEEL CO-PILOT'S CONTROL WHEEL
g - C ’ - .
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ENGINE SHUTDOWN

1. ENGINE SHUTDOWN - F MODEL

a. Retard propeller levers and condition levers, located on
center control pedestal, to CUT-OFF position.

b. Place firewall fuel switches (2), located on the fuel
control panel, left side console below boost pump
switches, to OFF position.

c. Position gang bar for master switch and battery switch,
located left instrument panel, to down position.

NOTE:
The aircraft is equipped with a fire detection system, but
does not have a fire extinguishing system.

1b
FIREWALL FUEL
SWITCHES (2)

eee

FUEL CONTROL PANEL

C-12C/D/F

éCANG BAR @ @ @ @

CONTROL PEDESTAL
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AIRCREW EXTRACTION

1. AIRCREW EXTRACTION

a. Unlatch lap belts and remove “Y” shoulder
harness from crewmember(s). Seats may
be equipped with adjustable head and arm
rests. Shoulder harnesses are connected to
an inertia reel with the unlocking handle on
the side of the seats.

b. Passenger seats are equipped with lap
belts only. Lift center buckle to release
occupants. Seats may be equipped with
adjustable head and aisle arm rests and
seats recline.

c. Extract crewmembers and passengers
through the passenger door and retractable
door/stairway at left aft of aircraft.

NOTE:
Rescue personnel may encountervarious
arrangements for seating, folding tables,
refreshment galley, storage cabinets, a full
length couch, and possibly cargo.

STANDARD
SEATING
(UP TO 8
PEOPLE)

C-12C/D/F

"~ PASSENGER
SEATS

PILOT AND
CO-PILOT
SEATS

HIGH
DENSITY PASSENGER
SEATING CEATS
(UP TO 15
PEOPLE) |
|
PILOT AND |
CO-PILOT |

SEATS
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